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FILTRATION

CODE   MODEL FAMILY 

FI-2019-10 Smile filter 11/4” FF  o  1” MM B

CA-2005-70 Smile cartridge 89 μm A

FT-EN-FILTRO SMILE-FI-2019-10-PS21V01

TECHNICAL CHARACTERISTICS

 • Filtering element: Stainless steel AISI 304 . Filtration grade: 89  μm

 • Max. pressure 16 Bar.
 • Max. Temperature 40ºC
 • Threaded connections: 1” MM UNI-EN-ISO 228

    1”¼ FF UNI-EN-ISO 228 
 • According to European norm 13443-1
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SMILE FILTER
The purpose of this filter is to mechanically eliminate foreign bodies in the water such as 
gravel, flakes of metal, mucilage, rust, etc. on civil drinking water networks for domestic 
use and inside the home.

The elimination of suspended solids and particles in general is fundamental in the 
treatment of domestic water. In fact, water systems can be subject to easily resolved 
problems when impurities are present, such as the clogging of jet regulators on taps but 
also damage that in the long run can be extremely critical and expensive.

Filtration is all the more essential the more sophisticated the equipment installed is, like 
for example condensing boilers or treatment systems such as reverse osmosis, which 
require particularly clean water.

These types of equipment can be defined as “protective filters” and are designed for 
this purpose. They are therefore not suitable for the filtration of water containing large 
quantities of silt, sand or other materials. In these cases, filtration systems must be set 
upstream.

OPERATION

The filter must be installed on the cold water pipe, upstream of the system to be protected, 
respecting the flow direction arrow placed on the filter body and with the impurities 
discharge valve placed at the bottom. 

It is very important to equip the filtration system with a suitable by-pass system that 
allows its exclusion if needed. See the following example for illustrative purposes. 

MAINTENANCE

The equipment needs to undergo regular maintenance in order to run properly and 
maintain its performance. Periodically, depending on the quality of the treated water, 
the filter cartridge must be cleaned by placing it under a flow of running water in the 
opposite direction to that of filtration.

The filtering element must be replaced every 12 months and can be changed to a 
different gradation if necessary. 
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